Graphic Label 1.6” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL 1.6”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

MILO

Chocolate Powder

D DER TR W

TECHNICAL DETAILS

Parameter
Outer Dimension
Cover frame
Display Technology
Active Display Area
Display Resolution
Display Color
Battery
Battery Lifetime
Communication Protocol
Operating Temperature
Update Speed
Connectivities

Multi-page

Unit

© 7/2017, all specified values are subject to change by SoluM

27.89 (VIEW)

36.25

10.5 27.87 (VIEW)

42.55

Specifications

36.25x42.55x11.95

White, Black and other color is available

Full graphic E-Ink Display
27.60x27.06

184 dpi - Mono / 140dpi - Color
B/W, B/W/R, B/W/Y

CR2450 * 1EA

5Years @ Room Temperture
IEEE802.15.4, 2.4GHz

0~40°C

10,000 Labels/Hour

NFC

Up to 7 pages

SoLul
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Graphic Label 2.2” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL 2.2”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

LR TR R

MANGO 5:25%

TECHNICAL DETAILS

Parameter Unit
Outer Dimension mm
Cover frame -
Display Technology -
Active Display Area mm
Display Resolution Pixel
Display Color -
Battery -
Battery Lifetime Year

Communication Protocol -

Operating Temperature -

Update Speed -

Connectivities -

Multi-page

SoLul

© 7/2017, all specified values are subject to change by SoluM

24,49 (VIEW)

36

49.24 (VIEW)

64.4

Specifications

64.40x 36.20 x 11.65

White, Black and other color is available

Full graphic E-Ink Display
48.55x23.80

111 dpi

B/W, B/W/R, B/W/Y

CR2450 * 2EA

5Years @ Room Temperture
IEEE802.15.4, 2.4GHz
0~40°C

10,000 Labels/Hour

NFC

Up to 7 pages

11.65




Graphic Label 2.6” (BW, BWR)

PRODUCT » ESL » GRAPHIC LABEL 2.6”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

SODIUM ‘&=

820

TECHNICAL DETAILS

Parameter Unit
Outer Dimension mm
Cover frame -
Display Technology -
Active Display Area mm
Display Resolution Pixel
Display Color -
Battery -
Battery Lifetime Year

Communication Protocol -
Operating Temperature -
Update Speed -
Connectivities -

Multi-page -

SoLul

© 7/2017, all specified values are subject to change by SoluM

30.7 (VIEW)

40.52

60.09 (VIEW)

76.84

Specifications

76.84x40.52x11.88

White, Black and other color is available

Full graphic E-Ink Display
60.09x 30.70

125 dpi

B/W, B/W/R

CR2450 * 2EA

5Years @ Room Temperture
IEEE802.15.4, 2.4GHz
0~40°C

10,000 Labels/Hour

NFC

Up to 7 pages

33.91

11.88




Graphic Label 2.7” (BW, BWR)

PRODUCT » ESL » GRAPHIC LABEL 2.7”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

NIKON &5z

69.80

39.19 (VIEW)
50,02

TECHNICAL DETAILS

58.29 (VIEW)

75.44

Parameter Unit Specifications
Outer Dimension mm 75.44 x50.02 x 11.53
Cover frame - White, Black and other color is available
Display Technology - Full graphic E-Ink Display
Active Display Area mm 57.29x38.19
Display Resolution Pixel 117 dpi
Display Color - B/W, B/W/R
Battery - CR2450 * 2EA
Battery Lifetime Year 5 Years @ Room Temperture

Communication Protocol

IEEE802.15.4, 2.4GHz

Operating Temperature - 0~40°C
Update Speed - 10,000 Labels/Hour
Connectivities - NFC

Multi-page

SoLul

© 7/2017, all specified values are subject to change by SoluM

Up to 7 pages




Graphic Label 2.9” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL 2.9”

EXEMPLARY PICTURE MECHANICAL DRAWINGS
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68.69 (VIEW)
84.22 11.88
TECHNICAL DETAILS
Parameter Unit Specifications
Outer Dimension mm 84.22x41.12x11.83
Cover frame - White, Black and other color is available
Display Technology - Full graphic E-Ink Display
Active Display Area mm 66.90 x 29.06
Display Resolution Pixel 112 dpi
Display Color - B/W, B/W/R, B/W/Y
Battery - CR2450 * 2EA
Battery Lifetime Year 5 Years @ Room Temperture

Communication Protocol
Operating Temperature
Update Speed
Connectivities

Multi-page

SoLul

IEEE802.15.4, 2.4GHz & Sub-Giga (900MHz/862MHz)
0~40°C

10,000 Labels/Hour

NFC

Up to 7 pages

© 7/2017, all specified values are subject to change by SoluM



Graphic Label 3.3” (BW, BWR)

PRODUCT » ESL » GRAPHIC LABEL 3.3”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

ABSOLUT 235
VODKA

2240

LU BT n

TECHNICAL DETAILS

Parameter Unit
Outer Dimension mm
Cover frame -
Display Technology -
Active Display Area mm
Display Resolution Pixel
Display Color -
Battery -
Battery Lifetime Year

Communication Protocol -
Operating Temperature -
Update Speed -
Connectivities -

Multi-page -

48.31 (VIEW)

57.62

71.25 (VIEW)

87

Specifications
87.00x57.62x11.98
White, Black and other color is available
Full graphic E-Ink Display
69.30 x 46.20
110 dpi
B/W, B/W/R
CR2450 * 2EA
5Years @ Room Temperture
IEEE802.15.4, 2.4GHz
0~40°C
10,000 Labels/Hour
NFC

Up to 7 pages

SoluM

© 7/2017, all specified values are subject to change by SoluM
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Graphic Label 4.2” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL 4.2”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

FPacks
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240

33.83

64.7 (VIEW)
87.49

13.98

85.9 (VIEW)

103.49 14.5

TECHNICAL DETAILS

Parameter Unit Specifications
Outer Dimension mm 103.49 x 87.49 x 14.50
Cover frame - White, Black and other color is available
Display Technology - Full graphic E-Ink Display
Active Display Area mm 84.80 x 63.60
Display Resolution Pixel 120 dpi
Display Color - B/W, B/W/R, B/W/Y
Battery - CR2450 * 3EA
Battery Lifetime Year 5 Years @ Room Temperture
Communication Protocol - IEEE802.15.4, 2.4GHz & Sub-Giga (900MHz/862MHz)
Operating Temperature - 0~40°C
Update Speed - 10,000 Labels/Hour
Connectivities - NFC
Multi-page - Upto 7 pages

SoLul

© 7/2017, all specified values are subject to change by SoluM



Graphic Label 5.8” (BW, BWR)

PRODUCT » ESL » GRAPHIC LABEL 5.8”

EXEMPLARY PICTURE MECHANICAL DRAWINGS
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TECHNICAL DETAILS

Parameter
Outer Dimension
Cover frame
Display Technology
Active Display Area
Display Resolution
Display Color
Battery
Battery Lifetime
Communication Protocol
Operating Temperature
Update Speed
Connectivities

Multi-page

KA

k9

Unit

46.2 (VIEW)

57.62

138.6 (VIEW)

162.6

Specifications
162 x58 x 11.65
White, Black and other color is available
Full graphic E-Ink Display
138.6 X 46.2
110 dpi
B/W, B/W/R
CR2450 * 4EA
5Years @ Room Temperture
IEEE802.15.4, 2.4GHz
0~40°C
10,000 Labels/Hour
NFC

Up to 7 pages

SoLul

© 7/2017, all specified values are subject to change by SoluM
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Graphic Label 6.0” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL 6.0”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

SUPER SALE
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88.28 (VIEW)
109.5

118.8 (VIEW)
134.4 14.2

TECHNICAL DETAILS

Parameter Unit Specifications
Outer Dimension mm 134.4 x109.5 x 14.20
Cover frame - White, Black and other color is available
Display Technology - Full graphic E-Ink Display
Active Display Area mm 118.8x88.26
Display Resolution Pixel 128 dpi
Display Color - B/W, B/W/R, B/W/Y
Battery - CR2450 * 4EA
Battery Lifetime Year 5 Years @ Room Temperture
Communication Protocol - IEEE802.15.4, 2.4GHz & Sub-Giga (900MHz/862MHz)
Operating Temperature - 0~40°C
Update Speed - 10,000 Labels/Hour
Connectivities - NFC
Multi-page - Upto 7 pages

SoLuM

© 7/2017, all specified values are subject to change by SoluM



Graphic Label 7.5” (BW, BWR, BWY)

PRODUCT » ESL » GRAPHIC LABEL7.5”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

RUFF

FURNITURE

SPECIAL SALE WEEK |

TECHNICAL DETAILS

Parameter Unit
Outer Dimension mm
Cover frame -
Display Technology -
Active Display Area mm
Display Resolution Pixel
Display Color -
Battery -
Battery Lifetime Year

Communication Protocol -
Operating Temperature -
Update Speed -
Connectivities -

Multi-page -

SoLul

163.2 (VIEW)
183

97.92 (VIEW)

124 14.7]

Specifications
183 x 124 x 14.7
White, Black and other color is available
Full graphic E-Ink Display
163.2x97.92
100 dpi
B/W, B/W/R, B/W/Y
CR2450 * 4EA
5Years @ Room Temperture
IEEE802.15.4, 2.4GHz
0~40°C
10,000 Labels/Hour
NFC

Up to 7 pages

© 7/2017, all specified values are subject to change by SoluM



Graphic Label 13.3” (BWR)

PRODUCT » ESL » GRAPHIC LABEL 13.3”

EXEMPLARY PICTURE MECHANICAL DRAWINGS

French Door
Refrigerator

TECHNICAL DETAILS

Parameter Unit
Outer Dimension mm
Cover frame -

Display Technology -
Active Display Area mm
Display Resolution Pixel
Display Color -
Battery -
Battery Lifetime Year
Communication Protocol -
Operating Temperature -
Update speed -
Connectivities -

Multi-page -
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Specifications
305.8 X 233 X 17.8
White, Black and other color is available
Full graphic E-Ink Display
270x202.8
150 dpi
B/W/R
AAA * 4EA
1.2 Years @ Room Temperture
IEEE802.15.4, 2.4GHz
10~40°C

NFC

© 9/2017, all specified values are subject to change by SoluM



